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LIMIT OF WETLAND
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(TYP)

15' TOP OF STONE

ELEVATION  = 119.0

D-BOX

INSPECTION PORT

PROP 28' X 40' SEPTIC

SYSTEM

28' X 40' RESERVE AREA

2,000 GALLON 2-COMPARTMENT

SEPTIC TANK

PROP ELECTRIC AND

TELECOM SERVICE

PROP WELL

221'

4'' FOUNDATION DRAIN

CORRUGATED HDPE

SLOPE = 0.5% MIN

(TYP)

YARD CLEANOUT

(TYP)

18'

FOUNDATION DRAIN FLARED END AND GARAGE

INFILTRATION SYSTEM OVERFLOW FLARED END

SECTION WITH STONE FOR PIPE ENDS OUTLET

INVERT = 113.0+/-

GARAGE ENTRANCE

RETAINING WALL

2:1 SLOPE

3:1 SLOPE

STEPPING STONES

PROPOSED COMPOST FILTER TUBE

ZONING SETBACK

BASE FLOOD

ELEVATION

STORMWATER TREATMENT

AREA (INFILTRATION BASIN)

LIMIT OF DISTURBANCE 2.64 ACRES

VEGETATED SWALE

LIMIT

FRENCH DRAIN WITH 18" HDPE

PIPE CONNECTION

LEGEND

EXISTING CONTOUR

EXISTING TREE

ZONING SETBACK

BUILDING

MINOR CONTOUR

MAJOR CONTOUR

SPOT GRADE

N
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SCALE:

10' 20' 40'

1'' = 20'

NOTES

1. EXISTING CONDITIONS INFORMATION IS BASED ON SURVEY

FROM "ASB DESIGN GROUP LLC" FOR PROJECT TITLED "146

GEORGETOWN ROAD - SEPTIC SYSTEM". THIS DESIGNED

SEPTIC SYSTEM HAD BEEN APPROVED BY THE BOXFORD

CONSERVATION COMMISSION.

2. ALL AREAS DISTURBED BY PROPOSED WORK SHALL BE

LOAMED AND SEEDED PER DETAIL "STABILIZATION

MULCHING AND SEEDING DETAIL"

3. PROJECT LOCATED ON FEMA FLOOD INSURANCE RATE MAP

(FIRM) , MAP NUMBER 25009C0261F, AS ZONE A. ZONE AH

FOR BASE FLOOD ELEVATION IS GIVEN BETWEEN 1-3 FT IN

AREAS OF PONDING. GIVEN ZONE AH IS AT HIGHER RISK

THAN ZONE A THEREFORE BASE FLOOD ELEVATION

ESTIMATED AT 114'  USING THE MAXIMUM DEPTH OF 3'.
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